
Designed and Assembled in the USA

MicroMax Series 

 
For Use with Straight Water or Water/Glycol Process Fluid

•	 Air-cooled, closed loop design 

•	 Brushed stainless steel cabinet

•	 Digital temperature controller

•	 Hermetically sealed compressor

•	 Submersed copper coil evaporator

•	 Pex/Push connect plumbing

•	 Top mounted fill cap

•	 Heavy duty casters

•	 Built to meet UL 1995 (CE pending)

•	 12 month parts and labor warranty

•	 24/7 service and support

Features Included:

Standard Air-Cooled, Closed Loop
⅛ to 1½ Tons of Cooling 

Standard Options *

•	 Pressure relief bypass
•	 Flow switch
•	 Aluminum air filter (1 ton and 1.5 ton)
•	 Anti-backflow (1 ton and 1.5 ton)

•	 Feet

•	 Pump upgrades for increased pressure

•	 Pump upgrades for increased flow

•	 Voltage options

•	 Service/maintenance packages

* These are pre-designed option packages. Virtually any configuration is available but will effect delivery. 
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Description Volts/Ph BTU/hr 
65 Fluid@90F

Ambient
Temp

Pump HP GPM Total 
AMP

Fluid Port
Female NPT

Tank
Gallons

LxWxH Wet Weight

MM-180-M 115/1/60 (+/- 10%) 2,100 50°F to 95°F 0.33 Stock Pump 2GPM at 50PSI 17.2 1/2" 5 22*21*27 245
MM-500-M 115/1/60 (+/- 10%) 5,000 50°F to 95°F 0.33 Stock Pump 4GPM at 50PSI 21.9 1/2" 5 22*21*27 275
MM-500-M 230/1/60 (+/- 10%) 5,500 50°F to 95°F 0.33 Stock Pump 4GPM at 50PSI 11.2 1/2" 5 22*21*27 275

MM-1000-M 230/1/60 (+/- 10%) 11,300 50°F to 95°F 0.33 Stock Pump 4GPM at 50PSI (455649 & 455677) 13.5 1/2" 10 28*25*33 405
9,600 50°F to 95°F 1.00 High Flow 10GPM at 35PSI (455824 & 454244) 16.8 1"

MM-1000-M 230/3/60 (+/- 10%) 11,300 50°F to 95°F 0.50 Stock Pump 4GPM at 50PSI (455649 & 455677) 12.5 1/2" 10 28*25*33 405
10,025 50°F to 95°F 1.00 High Flow 10GPM at 35PSI (455824 & 454244) 13.4 1"

MM-1000-M 460/3/60 (+/- 10%) 11,300 50°F to 95°F 0.50 Stock Pump 4GPM at 50PSI (455649 & 455677) 8.1 1/2" 10 28*25*33 405
10,025 50°F to 95°F 1.00 High Flow 10GPM at 35PSI (455824 & 454244) 9.9 1"

MM-1500-M 230/1/60 (+/- 10%) 18,400 50°F to 95°F 0.33 Stock Pump 4GPM at 50PSI (455649 & 455677) 20.0 1/2" 10 28*25*33 420
16,700 50°F to 95°F 1.00 High Flow 10GPM at 35PSI (455824 & 454244) 20.0 1"

MM-1500-M 230/3/60 (+/- 10%) 18,000 50°F to 95°F 0.50 Stock Pump 4GPM at 50PSI (455649 & 455677) 12.7 1/2" 10 28*25*33 420
16,725 50°F to 95°F 1.00 High Flow 10GPM at 35PSI (455824 & 454244) 13.6 1"

MM-1500-M 460/3/60 (+/- 10%) 18,000 50°F to 95°F 0.50 Stock Pump 4GPM at 50PSI (455649 & 455677) 8.6 1/2" 10 28*25*33 420
16,725 50°F to 95°F 1.00 High Flow 10GPM at 35PSI (455824 & 454244) 9.5 1"

Fluid Temperature Range +50 to +80°F. 
Ambient Temperature Range  +50 to +105°F.
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